


Features
•	 Easy to upgrade with RexTouch – dimensions are compatible with old-style pushbuttons (FS 
Style Mounting Pattern)

•	 Operates from any position – eliminating repetitive stress

•	 Applying 1.9 lbs of force causes contacts to transfer immediately (contacts cannot be 
“teased” as with some shallow contact block designs)

•	 EMI & RMI immune – ensures phones, radios, pagers, intercoms and other electronic devices 
will not interfere with safe operation

•	 Enclosed contacts (2-no/nc) contacts are completely enclosed, eliminating the possibility of 
installing the wrong block(s) on the operator

•	 Cannot be activated by variances in power, dust or other objects in proximity to the operator

•	 Cycle life = 1 million

Electrical Ratings
Normal Potential	 Normal Current	 Inrush Current
110-120 aca volts	 6.0 amp.	 60.0 amp.
220-240 aca	 3.0 amp.	 30.0 amp.
440-480 aca	 1.5 amp.	 15.0 amp.
550-600 aca	 1.2 amp.	 12.0 amp.
115-125 dcb	 2.2 amp.	 -
230-250 dcb	 1.1 amp.	 -

a Power factor 0.35 or less
b Inductive loads as specified in Section 125 of industrial Control Devices Controllers and 
	 Assemblies, ANSI / NEMA ICS 2-1988

NOTE: THE BOX MUST HAVE A DEPTH OF 2.75” MINIMUM

Specifications
Catalog No.	 Plunger	 Guard & 	 Operating	 Nema	 Approximate 	 Positive 	 Contact 	 Contact
Weight	 Color 	 Cover Color 	 Force 	 UL,IP Class	 Shipping 	 Break	 Type	 Arrangement
	 	 	 	 	 Weight	 	 	 (all momentary)

830-000017	 2.75" Dia. 	 Plastic: 	 1.9 lb. 	 12/13 	 1.5 lb. 	 No	 Snap-Action	 #64
	 Chrome 	 Dupont Zytel	 	 IP 65	 	 	 	 2NO - 2NC
	 	 408HSNC010	 	 	
	 	 Color: Yellow
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RexTouch™

ElectrexIndustrial.com

41775 Production Drive

Harrison Twp., MI 48045

Toll Free: 800.973.9266

Phone: 586.468.7571

Fax: 586.463.1191

sales@ElectrexIndustrial.com


